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Features 
• Support single and double delay 
• Up to 24 forms of counting Up/Dn  
• 8 digit accumulator 
• Relay output 
• Memory stay with power out 
 

Specification 
• Range:0.1s ~ 9999 days (24 setups)  
• Dual Display 
• Single or double delay counting mode  
• LED Display: Power (Red/0.56” & 0.36”) 
• Operating Power: AC85~260V/DC 85V~360V 
• Temperature: 0~ +50’C 
• Humidity: <<85% RH 
• Relay: AC220V/3A 
• Relay Life Span: 10^5  
• Dimension: 48*48*85(mm), Mounting hole: 45*45(mm) 
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 Key setting 
 To setup the timer, press , use  to select an item to for parameters 
setup. The password (PASS) for the configuration is: 0089 
 
Since there are 24 different counting formats, the controller has to pick 
one of those before starting. Doing so, select  
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Fig(2) 

 
COM:  Common 
PAU:   Pause 
RST:    Reset 
 

 
To pause the timer, shorten PAU and COM terminals. Counting 
resume once PAU and COM terminals opened 
 
To reset the timer, short RST and COM terminals. Counting 
resume once RST and COM terminals opened 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
*1  Press Reset Button, and password, the counter will reset. 
The password is “1234” and programmable 

*2 Press Reset Button, the counter will reset (no password 
needed) 



Timer and Accumulator Configuration 
 

 Single Delay 
- Press , enter PASS (0001) for delay setup by 

using  and  to roll number up and down.  

- Press . Input delay  value.  
- Press  to confirm and exit 
- Press , enter PASS (0036) for relay setup. Select 

the output mode for the relay: . Press  
 to confirm 

 
Note: See table below for ‘X’, the relay output mode 
 

Table 2 
 
     Double Delay setup 

- Press , enter PASS (0001) for delay setup by 
using  and  to roll number up and down.  

- Press    

- Press   to set delay t1  
- Enter t1 and press   to confirm 

- Press  to select delay t2  
- Enter t2 and press   to confirm 

- Press  and press End to exit  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

Table 3 
 
 
 
 
 
 
 
 
 
 



 
 8 digit accumulator 

- Press , enter PASS (0001) for setup  
- Using  and  to roll number up and down  

  
- Press   
- Using  and  to roll up and down to set ceiling 

value.   
Press  to confirm and exit 
 
 
 
Relay output setting: 

- Press , enter PASS (0036) for delay setup by 
using  and  to roll number up and down.  

- Press  to confirm 

- Scroll to  and select . 
See table 4 to select prefer relay output 

- Press   to confirm 

- Press  to select  to set password 

- Press  to end with  
-  

 
Fig (9) Relay Output code 

 
Table 4 

 


