1. Specification: 8 Channel (RF8A IC: 1527)                                                             Date: 4/1-2011
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Table 1.  Receiver Board

	
	Description
	Value

	1
	Supply Voltage
	12V DC

	2
	Static Current
	=< 6mA

	3
	Frequency
	433 MHz

	4
	IC chipset
	1527

	5
	Sensitivity
	>= -105 dB

	6
	Relay Spec.
	7A, 120VAC

7A, 24V DC

	7
	Operating Temperature
	-40 to 80 deg C

	8
	Dimension (w, h, d)
	9.7cm * 7.7cm * 2.6cm

	9
	Weight (with housing)
	


Table 2.  Transmitter (Remote)

	
	Description
	Value

	1
	Battery Voltage
	12V (1 piece)

	2
	Dimension (w, h, d)
	

	3
	Weight (with battery)
	

	4
	Range
	150 m


2. Procedure of Programming (Rx learning)

a) Learning mode: Press and hold the learning button for 3s, buzzer beep, then press a button on the transmitter to select mode according to the table 3

b)Erase Code (all): Press and hold the learning button for 6s and buzzer beep 6 times. All codes inside the Rx is erased.

Table 3.  Output Mode selection.

	
	Key #
	Channel
	Output Mode

	i
	1
	1~8
	Momentary

	ii
	2
	1~8
	Toggle 

	iii
	3
	1~8
	Latched

	iv
	4
	1~6, 7~8
	1~6 momentary, 7~8  toggle

	
	6
	1~4, 5~8
	1~4 latch, 5~8  momentary


